## Features & Benefits

### Turbo Mode
Cools or heats the room quickly.

### Quiet Mode
Minimizes indoor noise while maintaining comfort levels.

### Operating Range (°F):
- **Cooling**: 14~115 (-10~46)°C
- **Heating**: -31~75 (-35~24)°C

### Refrigerate Line
- **Connections**: Flare
- **Liquid O.D. in**: 1/4
- **Suction O.D. in**: 1/2
- **Factory Charge Oz**: 56.8
- **Maximum Line Length Ft / m**: 50/15
- **Maximum Height Ft / m**: 33/10

### Operating Range
- **Cooling °F(°C)**: 14~115 (-10~46)
- **Heating °F(°C)**: -31~75 (-35~24)

### Power Supply
- **Voltage, Cycle, Phase V/Hz/-**: 208-230/60/1

### Outdoor Unit
- **Compressor Type**: DC Inverter Rotary
- **Maximum Fuse Size A**: 15
- **Minimum Circuit Amp A**: 13
- **Outdoor Noise Level dB**: 54
- **Dimension: Height in (mm)**: 27 1/2 (697)
- **Dimension: Width in (mm)**: 35 (890)
- **Dimension: Depth in (mm)**: 13 7/8 (353)
- **Weight (Ship/Net)- lbs (kg)**: 115.5/98.3 (52.4/44.6)

### Indoor Unit
- **Compressor Type**: DC Inverter Rotary
- **Fan Speed Stages**: 5 + Auto
- **Indoor Sound Level db (Turbo/High/Med/Low/Quiet)**: 47/37/34/32/28
- **Dimension: Height in (mm)**: 12 7/8 (327)
- **Dimension: Width in (mm)**: 39 3/4 (1009)
- **Dimension: Depth in (mm)**: 8 3/4 (223)
- **Weight (Ship/Net)- lbs (kg)**: 35.7/27.8 (16.2/12.6)

The Endure Series will continuously operating heating at -31°F(-35°C).
<table>
<thead>
<tr>
<th>Optional Accessories</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>ACT17CWA</td>
<td>Easy Wired Controller</td>
</tr>
<tr>
<td>UCT30RWA (12pk)</td>
<td>Cool Only Remote (Optional)</td>
</tr>
<tr>
<td>QAWB37A</td>
<td>Wind Baffle for Outdoor: ASH109URDSD and ASH112URDSD</td>
</tr>
<tr>
<td>QAWB45A</td>
<td>Wind Baffle for Outdoor: ASH118URDSD</td>
</tr>
</tbody>
</table>

Our continuing commitment to quality products may mean a change in specifications without notice.